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This  reference  handbook  on  high-pressure  plastic  laminates  for 
decorative  surfaces  has  been  prepared  exclusively  for  architects, 
designers  and  decorators.  The  versatility  and  beauty  of  Micarta® 
have  helped  inspire  many  dramatic  interiors,  and  many  other 
possible  uses  remain. 

Micarta  offers  complete  flexibility  in  planning — a  material 
that  resists  scuffing,  scarring,  staining  or  heat.  For  beauty  that 
will  last  for  years,  specify  Westinghouse  Micarta. 

United  States  Plywood  Corporation,  distributor  of  Micarta, 
offers  complete  service  for  architects.  For  further  information, 
call  on  the  local  branch  office  architectural  representative. 


2 


1  ■  Wa. 

♦«lilVAT0iS 


GENERAL  INFORMATION  ■ 

_  I  We 

Maintenance- free  M  I  CARTA  shows  its  design 

versatility  in  countless  applications  in  all  types  of  buildings 


IN  SCHOOLS 

Rugged  Micarta  takes  hard  school  life  in  stride. 
Micarta  desk  tops,  counters,  and  wainscoting 
pay  off  in  reduced  maintenance.  Installation: 
St.  Joseph’s  High  School,  Cleveland,  Ohio. 
Architects:  Stickle,  Kelly  and  Stickle. 

IN  RESTAURANTS  AND  BARS 

Micarta  is  meeting  the  public  every  day  in 
thousands  of  food  and  drink  establishments. 
A  wipe  with  a  damp  cloth  is  all  the  cleaning 
required. 

IN  OFFICES 

Any  interior  or  decorative  scheme  can  be  en¬ 
hanced  by  handsome  Micarta  colors  and 
patterns,  ranging  from  delicate  pastels  to 
authentic  wood  grains.  Surface  needs  no 
polishing,  rubbing  or  refinishing.  Westinghouse 
Executive  Offices,  Pittsburgh,  Pa. 


IN  HOTELS 

Micarta  is  used  in  elevator  cabs,  on  reception 
desks,  on  coffee  shop  and  bedroom  furniture. 
The  Detroit  Sheraton-Gadillac,  New  York 
Waldorf-Astoria  and  Governor  Clinton,  Dal¬ 
las  Statler-Hilton  and  the  Carlton  House  in 
Pittsburgh  are  a  few  of  the  leading  hotels 
featuring  Micarta. 


IN  HOSPITALS 

Micarta  belongs  in  hospitals  because  it  will 
bear  heavy,  institutional  traffic,  yet  remain 
clean,  bright  and  sanitary.  Chief  uses  are 
wainscoting,  reception  areas  and  furniture. 
Installation:  Lankenau  Hospital,  Philadelphia, 
Pa.  Architect:  Vincent  J.  Kling. 


WHAT  IS  MICARTA? 

Westinghouse  Micarta,  the  oldest  name  in  the  high-pressure 
laminated  plastic  industry,  was  first  produced  a  half-century 
ago. 

Used  wherever  a  combination  of  beauty  and  durability  is 
desired,  Micarta  resists  scuffs,  scratches,  stains,  chipping,  soap, 
alcohol,  alkalis,  fruit  juices,  beverages,  common  solvents  and 
heat. 

The  reflectance  value  of  Micarta  is  carefully  controlled. 
Three  finishes  are  available  to  suit  the  individual  taste:  gloss, 
furniture  finish  and  satin. 

New  and  improved  Micarta  colors  will  last  indefinitely. 
Micarta  solid  colors  can  be  specified  without  fear  of  fading 
or  mismatching. 


HOW  IS  MICARTA  MADE? 

Micarta  is  produced  when  a  specially  composed  “sandwich” 
is  subjected  to  tremendous  pressure  and  heat  to  form  a  tough, 
hard,  homogeneous  surfacing  material  which  is  almost  inde¬ 
structible  in  everyday  use. 

The  inner  layers  of  this  sandwich  are  sheets  of  kraft  paper, 
impregnated  with  phenolic  resins.  The  surface  layers  are 
saturated  with  melamine.  The  stack  of  layers  is  cured  at  295°  F 
under  pressures  of  1,000  to  1,200  pounds  per  square  inch.  After 
molding,  the  tough  melamine  surface  imparts  to  Micarta  its 
characteristics  of  resistance  to  scuffing,  staining  and  heat. 

Constant  inspection  through  each  step  of  manufacturing 
assures  highest  quality. 


1.  Core  of  layers  of  strong  kraft  paper,  impregnated  with  phenolic 
resin  and  bonded  together  under  heat  and  pressure. 

2.  Printed  decorative  sheet  saturated  with  Melamine  resin. 

3.  Tough,  clear  surfacing  sheet,  also  saturated  with  Melamine  resin. 
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TYPES 

APPLICATIONS 

■i 

TECHNICAL  DATA  7 

Standard  grade  sanded 
back,  Vi6">  Thickness  toler¬ 
ance:  it  .005 

Most  widely  used  type.  For  any  vertical  or  hori¬ 
zontal  use  requiring  tough,  long-wearing  qualities, 
such  as  counters,  table,  sink  and  counter  tops, 
furniture,  bars,  desk  tops,  vanities,  flush  doors, 
wainscoting,  etc. 

For  lamination  by  fabricators  having  the  necessary 
bonding  equipment.  Supplied  oversize  in  length  and 
width.  Should  be  glued  to  flat,  solid  surface,  usually 
plywood,  Novoply®,  or  other  flat  surface  which  will 
take  an  adhesive.  Urea  resin  glues  are  usually  used  in 
conjunction  with  a  plate  press  or  hand  clamps.  Cold 
press  facilities  assure  most  satisfactory  bonding  job. 
Generally  unaffected  by  lighted  cigarettes  or  cigars. 

Cigarette-proof,  Vis". 

Thickness  tolerance: 

±  .005 

This  grade  is  guaranteed  to  withstand  lighted  cigars 
and  cigarettes.  Used  for  table,  counter  and  bar 
tops,  etc. 

Made  in  the  same  way  as  standard  Ve"  Micarta 
except  for  an  inner  ply  of  .001  aluminum  close  to 
the  decorative  sheet,  which  dissipates  heat  applied 
to  the  surface.  It  can  withstand  temperatures  up  to 

550°F  for  ten  minutes  without  blistering.  Meets 

NEMA  Standards  LP2-1951  resistance  to  high 
temperatures  and  cigarette  burns. 

Standard  grade,  good  one 
or  two  sides,  Vs", 

Vi". 

Thickness  tolerances: 

Vs"  =  it  .008 

¥32",  W,  Va"  =  it  .010 

For  interior  paneling  of  buses,  trains,  ships  and  wall 
partitions.  The  Vs  "  material,  good  one  side,  is  com¬ 
monly  used  for  kickplates  on  doors.  If  minimum 
warpage  is  required,  the  good-two-sides  material 
is  recommended. 

Solid  laminate  throughout,  good  either  one  or  two 
sides.  Balanced  structure. 

Postforming  Micorta  .050". 
Thickness  tolerance: 

±  .003 

For  use  where  inside  or  outside  radii  are  required, 
such  as  sink  and  counter  tops,  fully  formed  Unitops, 
contoured  tops,  bar  rails,  store  counters,  restaurant 
tables,  etc.  Can  be  custom  formed  for  a  wide  variety 
of  uses. 

Should  be  bonded  to  a  solid  base  such  as  plywood, 

Novoply  or  other  smooth  surface.  Can  be  formed  to 
inside  radii  as  small  as  %  "  under  suitable  tempera¬ 
tures,  using  specially  designed  equipment.  Minimum 
radius  of  outside  bend,  %  ".  Available  in  patterns  or 
solid  colors,  except  white,  brown  walnut,  red 
mahogany,  golden  flat  cut  walnut  and  executive 
walnut.  Recommended  forming  temperature,  325°F. 

Heating  time  depends  upon  type  of  heat  source. 

Plywood  panels  Vs",  iVi" 
thick.  Other  thicknesses 
available  on  special  order 

For  table  tops,  counter  tops,  walls,  sink  tops, 
display  counters,  shower  stalls,  bathroom  walls, 
vanities,  furniture,  desk  tops  and  similar  applications. 

Micarta  factory  bonded  to  %  "  or  1  Vs  "  Philippine 
mahogany-faced  fir  plywood. 

Novoply  panels  Vs"  thick 

Same  as  Plywood  panels,  above. 

Micarta  factory  bonded  to  Novoply  core  using 
moisture-resistant  urea  resin  glue. 

Micartabord  Thickness 

tolerance:  it  .008 

For  wallboards,  panels,  walls,  partitions  and  other 
vertical  applications. 

Micarta  molded  to  Vs  "  hardboard.  Available  with 
decorative  Micarta  one  or  two  sides. 

Standard  veneer  grade  Vi", 
gloss  or  satin  finish. 

Thickness  tolerance:  it  .003 

For  inexpensive  vertical  applications,  such  as  edge 
banding  for  table  tops,  counters,  doors,  sides  of 
store  fixtures,  cabinets,  vanities,  kitchen  or  -bath¬ 
room  walls,  etc.,  in  place  of  wood  veneers. 

Same  resistance  to  wear  and  stain  as  )/{%'  standard 
grade.  It  is  not  structurally  as  strong,  nor  as  impact 
resistant,  so  it  is  not  guaranteed  for  horizontal 
applications.  Should  be  bonded  to  smooth-textured 
core. 

Postforming  veneer  grade 
.025"  thick,  gloss  or  satin 
finish.  Thickness  tolerance 
it  .003 

For  vertical  applications  requiring  a  material  that 
can  be  postformed  to  small  radii.  Minimum  outside 
radius,  "  when  properly  heated;  for  use  as  edge 

banding  or  other  uses  requiring  small  radius  inside 
or  outside  corners. 

Not  structurally  as  strong,  nor  as  impact  resistant  as 
.050  postforming  Micarta,  so  it  is  not  recommended 
for  horizontal  surfaces.  Not  available  in  white,  brown 
walnut,  red  mahogany,  golden  flat  cut  walnut  and 
executive  walnut.  Recommended  forming  tempera¬ 
ture,  325°F.  Heating  time  depends  on  heat  source. 

Balancing  sheets  .045" 
and  .020"  thick 

For  balancing  construction  on  underside  of  core 
panel  to  increase  stability  and  resistance  to  moisture. 

Recommended  for  fabricator  laminations.  Factory 
bonded,  Micarta-on-Weldwood  Novoply  or  plywood 
panels  are  supplied  with  balancing  sheets. 

Micarta  on  aluminum, 
variety  of  thicknesses, 
.098",  .040"  standard. 

Thickness  tolerances: 

.098"  and  .040",  it  .005 

For  applications  requiring  an  incombustible  core 
material.  Especially  suited  for  wall  and  ceiling 
paneling  in  public  buildings,  buses,  railroad  cars 
and  ships. 

Micarta  surface  bonded  to  aluminum  core  with  a 
special  patented  resin.  Plastic  to  metal  bond  is  made 
simultaneously  with  curing  of  the  Micarta.  Aluminum 
dissipates  heat  and  melamine  coating  will  not 
sustain  combustion  although  it  will  char  when  heat 
is  applied  for  appreciable  time.  Available  bonded 
to  plywood  or  other  material. 
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applications,  technical  data  and  sizes 
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AVAILABLE  SIZES 


TYPES  Length  in  inches 


24"  wide 


60  72  84  96 


30"  wide 


60  72  84  96  120 


36"  wide 


60  72  84  96  120 


48"  wide 


60  72  84  96 


Vis"  Std.  grade 


s  s  s 


s  s  s  s  s 


s  s  s  s  s 


s  s  s  s 


Ms"  Cig.  proof  grade 


s  s  s  s 


s  s  s  s  s 


s  s  s  s  s 


s  s  s  s 


Vs"  Std.  grade 


N  S  N  S 


S  N  N  S  S 


S  S  N  S  S 


N  S  N  S 


.050"  Forming  grade 


s  s  s  s 


s  s  s  s  s 


s  s  s  s  s 


s  s  s  s 


y»"  Plywood  panels 
1!4"  Plywood  panels 


N  N 

N  N 


N 

N 


S 

S 


s 

s 


N 

s 


N 

N 


S 

s 


s 

N 


s 

N 


S 

s 


N 

N 


S 

N 


N 

N 


N 

N 


N 

N 


N 

N 


S 

s 


Vs"  Novoply  panels 


N  N  N 


N  N 


N 


N 


N  N  N 


Mieartabord 


N  N  N 


N  N  N  N 


N  N  N  N 


N  N  N 


Vii"  Std.  veneer  grade 


.025"  Postforming  veneer  grade 


.020"  &  .045"  Balancing  sheets 


Micarta  on  aluminum 


Available  on  special  order  in  standard  Micarta  sizes. 


S — standard  size  N — negotiated  size  * — not  available 
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Physical  characteristics  of  l(^| 

Micarta  meets  or  exceeds  the  standards  set  by  the  National 
Electrical  Manufacturers  Association  (NEMA)  in  Bulletin 
LP  2-1951  for  laminated  thermosetting  decorative  sheets. 
Micarta  is  approved  by  the  New  York  City  Board  of 
Standards  and  Appeals.  Approved  samples  of  Micarta 
are  on  file  at  the  National  Bureau  of  Standards,  for  use 


:'/IICARTA 

by  Veterans’  Administration  Hospitals,  and  the  United 
States  Army  Corps  of  Engineers.  Also  approved  by  the 
United  States  Coast  Guard  for  maritime  applications 
when  used  according  to  regulations.  The  following  are 
some  of  the  minimum  results  of  the  NEMA  tests. 


mechanical  NEMA  Standard  Micarta 


flexural  strength,  face  in  compression,  pounds  per  square  inch 
flexural  strength,  face  in  tension,  pounds  per  square  inch 

Taber  abrasion,  wear  value  cycles/minute 

Taber  abrasion,  rate  of  wear  8/100  cycles 

18000 

12000 

400 

.08 

18000 

12000 

475 

.06 

thermal 

resistance  to  boiling  water,  212°F  for  20  minutes 

no  blistering 

no  blistering 

resistance  to  high  temperature,  356°F  for  20  minutes 

no  blistering 

no  blistering 

resistance  to  cigarette  burns 

standard  grade  464°F  for  110  seconds 

no  blistering 

no  blistering 

cigarette-proof  554°F  for  10  minutes 

no  blistering 

no  blistering 

chemical 

resistance  to  moisture,  gain  in  thickness  after  immersion  in  boiling 

water  for  2  hours,  per  cent 

6 

5 

effect  of  organic  solvents 

unaffected 

unaffected 

effect  of  weak  acid 

no  chemical  action 

no  chemical  action 

effect  of  weak  alkali 

no  chemical  action 

no  chemical  action 

effect  of  strong  acid 

prolonged  exposure  not  recommended 

affected  by  prolonged  exposure 

effect  of  strong  alkali 

prolonged  exposure  not  recommended 

affected  by  prolonged  exposure 

effect  of  sunlight  color  change 

slight 

slight 

crazing 

none 

none 

stain  resistance 


Micarta  meets  NEMA  standards  of 

gasoline  or  naphtha 

water 

alcohol  (ethyl,  methyl,  isopropyl) 

amyl  acetate 

acetone 

carbon  tetrachloride 
moth  spray  (Larvex) 
fly  spray  (Flit) 

household  soaps  and  powders 


to  the  following — 
soapless  detergent  (Dreft) 
trisodium  phosphate  (Oakite) 
olive  oil 

ammonia  (10%  solution) 
citric  acid  solution  (10%  acid) 
coffee 

mustard  (paste  made  of  dry  mustard) 
sodium  bisulphate 
wax  crayon 


6.6%  urea  (urine) 

shoe  polish  (liquid  or  paste) 

tea 

beet  juice 

vinegar 

ink  (washable) 

Mercurochrome  (water  containing 
2%  Mercurochrome) 

5%  phenol  in  water  (Lysol) 
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TECHNICAL  INFORMATION 


I 

Basic  fabrication  of  M  I  CARTA 


Bending 

One-sixteenth-inch-thick  Micarta  can  usually  be  bent, 
cold,  to  a  radius  of  approximately  5  inches.  Whenever 
small  radii  are  necessary,  it  is  recommended  that  the 
Micarta  be  heated,  which  can  be  done  rather  easily  in 
an  infra-red  oven. 

.050"  postforming  Micarta  can  be  bent,  under  suitable 
conditions  and  on  bending  equipment,  to  a  minimum 


Edge  banding 

Many  types  of  edges  are  available  to  the  architect: 
Micarta  edges,  extruded  plastic  or  metal  T  molding 
edges,  metal  overlap  molding,  and  solid  wood  edges. 


Bonding  to  core  stock 

To  produce  a  Micarta  top  with  a  smooth  surface,  the  core 
material  must  be  as  smooth  as  possible.  If  the  surface  is 
uneven,  the  higher  points  will  get  the  greatest  wear  and 
produce  a  graphic  pattern  of  the  core  irregularities. 

Recommended  types  of  core  materials  are  Novoply, 
Philippine-faced  fir  plywood,  veneered  hardwood  ply¬ 
woods  and  lumber  core  plywoods.  Rotary-cut  fir  faces 
are  not  recommended,  because  of  excessive  grain  transfer 
through  the  face  of  the  Micarta. 

It  is  the  best  practice  to  use  a  good  urea-type  glue. 


J oining  Vs  panels  for  wall  applications 

It  is  easy  to  join  Micarta  panels.  For  the  best  fitting 
joint,  edges  to  be  joined  should  be  held  in  a  position 
slightly  apart  from  each  other,  and  routed  between,  so 
that  both  edges  are  cut  at  the  same  time. 

Several  Micarta  sheets  can  also  be  joined  on  one  panel. 
Micarta  edges  should  be  smoothed  with  a  fine  set  plane 


Sawing  and  drilling 

Carpenters,  builders  and  fabricators  who  have  equipment 
at  hand  can  cut  Micarta  panels  or  sheets  easily  with 
portable  power  saws.  A  cleaner  edge  results  when  the 
panel  is  worked  from  the  back  so  that  the  teeth  cut  up 


inside  radius  of  Vs  "  and  a  minimum  outside  radius  of 
%  ".  Many  free-flowing  designs  can  be  achieved  by  a 
competent  Micarta  fabricator  using  postforming  Micarta. 

%  "  Micarta  panels  can  be  curved  or  bent  to  a  radius 
as  small  as  12"  by  saw  kerfing  the  back  side  through  all 
but  the  plywood  face  veneer. 


Application  detail  sketches  of  these  edges  are  shown  on 
page  1 1 .  Many  fabricators  find  that  veneering  edges  with 
"  Micarta  strips  is  as  economical  as  using  metal  moldings. 


Contact  bond  cements  are  widely  used  for  short-run 
production. 

Micarta  may  be  bonded  to  core  material  conveniently, 
without  a  press  or  clamps,  using  Weldwood®  Contact 
Cement.  This  adhesive  bonds  on  contact.  It  is  recom¬ 
mended  for  re-covering  existing  surfaces  with  Micarta 
or  for  small  jobs.  A  new,  all-purpose,  nonstaining,  ready- 
mixed  liquid  bonding  agent,  it  resists  oxidation,  oils, 
greases,  most  chemicals,  and  flex-cracking. 


or  portable  router.  Edges  are  then  butted  together  and 
covered  with  cellophane  tape.  Back  of  the  sheet  can  be 
sanded  if  necessary  to  achieve  a  flush  joint,  and  a  coat 
of  wax  applied  over  the  tape  and  alongside  it.  Usual 
routine  for  bonding  Micarta  to  core  stock  is  followed, 
with  urea  resin  glue  applied  to  edges  of  panels. 


into  the  decorative  surface  instead  of  up  out  of  it. 

Likewise,  in  drilling,  the  decorative  side  should  always 
be  up,  as  some  chipping  can  be  expected  where  the  bit 
comes  out,  unless  firmly  backed. 


For  more  details,  request  the  ‘‘Micarta  Fabrication  Manual” ,  form  number  1553. 


Ml  CARTA 


for  wall  applications 


Where  walls  and  paneling  must  be  attractive,  wear  resistant  and  easy  to  clean,  Micarta  is 
the  answer.  Micarta  is  able  to  deal  with  the  public  daily,  without  showing  wear,  as  is 
attested  by  its  increasing  popularity  for  hotels,  schools,  motels,  offices  and  public  buildings. 
In  these  institutions,  it  is  used  for  walls,  counters,  window  stools,  bookcases — anything 
with  a  surface  which  must  be  tough  and  economical. 


Cut-out  world  map  stands  out 
in  sharp  relief  against  blue 
Micarta,  and  is  set  off  by  side 
wall  of  white  Micarta  panels. 
Installation:  KLM  Offices, 
Philadelphia,  Pa.  Architects: 
Raymond  and  Rado,  N.  Y. 


Room  divider  and  storage  wall 
has  light  grey  Micarta  top, 
makes  interior  more  dramatic. 
Installation:  Home  Exhibit  in 
the  Museum  of  Modern  Art. 
Architect:  Gregory  Ain. 


Micarta  is  popular  for  school  walls  and  wainscoting,  desk  tops, 
tables,  window  stools  and  cabinets.  This  installation  is  in  the 
Midland  School,  Rye,  N.  Y.  Architects:  Emilio  di  Rienzo  and 
Warren  S.  Holmes  Co. 


In  hospitals,  Micarta  remains  bright  and  sanitary  with  a  minimum 
of  maintenance.  In  the  Central  Oregon  District  Hospital,  it  was 
used  for  operating-room  walls,  reception  areas  and  furniture. 
Architects:  Scott  and  Payne,  Portland. 
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APPLICATIONS 


Construction  and  application  details 


I  14a 
We 


WALLS 


Plywood  spline  joint 


Micorto-foced  plywood 
base  scribed  to  floor 

Seal  with  white 
lead  paste  or  eq. 


Floor 


Note:  In  wet  areas  or  where  moisture 
may  occur  use  ext.  grade  plywood 
and  Micarta  backing  sheet 


Ceiling 

Plywood,  Kalistron 
etc.  at  ceiling 
and  between  panels 

Micarta-faced 
plywood  panel 

Micarta  backing  sheet 

Blocking  as  req'd. 


Threaded  screw  with 
rosette.  Rosette  may  be 
metal,  wood,  or 
Micarta-faced  plug 


Floor 


Treatmenf  for  uneven  existing  walls 


Note:  In  wet  areas  or  where  moisture 
may  occur  use  ext.  grade  plywood 
and  Micarta  backing  sheet 


Note:  In  wet  areas  or  where  moisture 
may  occur  use  ext.  grade  plywood 
and  Micarta  backing  sheet 

(Scole:P/j"=  ro") 


^MICARTA /or  commercial  fixtures 

Micarta  is  a  practical  surface  for  table  tops,  counters,  bars  and  work  surfaces,  as  proved 
by  its  popularity  for  food  and  beverage  service  installations.  Grease,  spilled  foods  and  liquids 
which  tend  to  stain,  rot  or  damage  ordinary  tops  have  no  effect  on  Micarta. 

The  newest  trend  in  retail  store  fixtures  and  commercial  counters  is  toward  formed 
Micarta  counters,  with  vertical  surfaces  of  Micarta. 


Micarta-surfaced  retail  counters  are  used 
in  the  J.  L.  Hudson  department  store, 
Detroit,  Mich.  Fixtures  by  Ettl  Mfg. 
Co.,  Toledo.  Architect:  Victor  G.  Gruen. 


The  Manhattan  Room  in  the  Hotel  New 
Yorker  features  Micarta  on  table  and 
counter  tops.  Installation  by  Walter  M. 
Ballard  Corporation. 


Smart  interiors  result  when  Micarta  is  used 
for  furniture,  discreet  paneling  or  work  counters. 
Installation:  United  Bank,  St.  Louis,  Mo.,  by 
Melman  Fixture  Co. 


Coffee  counter  is  topped  and  faced  with  walnut  Micarta  for  durable  beauty  in  the  new 
Statler  Hilton  Hotel,  Dallas,  Texas.  Architect:  William  Tabler.  Designer:  H.  Stojowski. 


APPLICATIONS 


14o 
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BAR  COUNTER 


Micarfa-covered  plywood 


Micorfo 
booking  sheet 


Wood 
bar  roil 


Micorto-covered  plywood 


(Scale:l'/,"=rO") 


Postformed 
Micorto 
apron  foce 


Construction  and 
application  details  for 
commercial  fixtures 


RESTAURANT  COUNTER 


EDGE  TREATMENTS 


Postformed  corner 


(ScaletP/i''=rO") 


Furniture  shaped  edge 


Postformed  Micorta 

'—(Top  &  sides  may  be  formed 
n  one  sheet  (lO'-O^'max.) 


Postformed  Micarta 


SALES  COUNTERS 


Gloss  counter  top 


(Scale;  '/4“  -  r  0") 
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^MICARTA  for  sink  and  counter  tops 

Micarta  sink  and  counter  tops  and  bathroom  vanity  tops  are  standard  in  today’s  homes. 

The  same  type  surfacing  is  also  becoming  popular  in  schools,  laboratories  and  hospitals. 
Common  types  are  Micarta  edge,  metal  edge  and  formed  edge.  Tops  can  be  made  in 
straight  lengths,  “L’s”  and  “U”-shapes,  including  “Lazy  Susan”  corners. 


Micarta -edged  built-in  table  and  counter 
tops  with  high  Micarta  backsplashes  were 
used  in  the  kitehen  of  the  home  of  George 
P.  Skouras,  Greenhaven,  Rye,  N.  Y.  Archi¬ 
tect:  E.  L.  A.  Bullock. 


A  growing  use  for  Micarta  is  for  high  back- 
splashes,  as  in  this  sink  top  in  the  kinder¬ 
garten  of  the  Midland  School,  Rye,  N.  Y. 
Paints  and  paste  have  no  effect.  Architects : 
Emilio  di  Rienzo  and  Warren  S.  Holmes  Go. 


Many  architects  use  Micarta  for  built-in 
vanities,  medicine  chests,  cosmetic  sections 
and  multiple-bowl  units.  Installation:  Home 
of  Milton  Steinback,  Harrison,  N.  Y.  Archi¬ 
tect:  Percival  Goodman. 


Fully  Formed  Unitop®  is  a  new,  distinctively  different  top,  a  one-piece 
counter  which  eliminates  dirt-catching  metal-edge  moldings  com¬ 
pletely.  Germ  free  and  sanitary,  it  is  extremely  easy  to  keep  clean. 


It  is  constructed  of  .050"  forming-grade  Micarta  bonded  to  a  core 
of  %  "  Weldwood  Gore  stock,  and  is  available  in  five  standard 
lengths  in  a  wide  variety  of  patterns  in  modern  colors. 


APPLICATIONS 


Construction  and  application  details 
for  sink  and  counter  tops 


FULLY  FORMED  UNITOP 

The  Unitop  fits  straight  counters,  or  can  be  miter- 
cut  to  meet  “L”-shaped  or  “U”-shaped  counter 
layouts,  or  fabricated  for  “Lazy  Susan”  corners. 
Unusually  long,  straight  counters  or  “L”-shaped 
counterswill  require  more  than  one  Unitop  section. 
The  right  combination  of  sizes  in  these  cases  will 
minimize  waste. 

Application  is  similar  to  that  of  Micarta  panels 
(below)  except,  of  course,  that  no  backsplash  is 
needed.  Micarta  end  caps  should  be  used  to  cover 
the  exposed  ends  of  the  Unitop.  Also,  where  two 
Unitop  sections  are  butted  together,  divider  strips 
can  be  used. 


Micarta  Unitop 


CONVENTIONAL  SINK  AND 
COUNTER  TOPS 

Flush  rims  of  the  Hudee  or  Ardee  type  are  generally 
preferred  for  ease  of  installation  and  a  trim,  clean 
appearance. 

Standard  Micarta  panels  fit  all  kitchen  needs, 
and  their  sizes  assure  a  minimum  of  waste.  These 
convenient  sizes  are:  24  "  x  96  ",  30  "  x  60  ",  30  "  x  96  ", 
30"  X  120",  36"  X  60",  36"  x  72",  36"  x  96"  and 
48"  X  96". 


1—  —  Unitop 

or  shop  fabricated 

I'  ‘I  “ 

Drawer  Vanity  Drawer 

ji_ i: 

1 - Floor 

T 

Elevation 


(Scale:  '0") 
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Ml  CARTA  for  doors  and  movable  'partitions 


MICARTA-FACED  INTERIOR  DOORS  — 

Micarta-faced  doors  will  take  all  the  abuse  that  eustomers 
and  employees  give  .  .  .  and  show  virtually  no  signs  of 
wear  .  .  .  aceounting  for  their  rising  usage  in  hotels, 
restaurants,  hospitals  and  schools. 

The  Weldwood  Custom  Royal  Door  utilizes  Micarta 
bonded  to  the  face  of  Weldwood  flush  doors — Stay-Strate 
solid  core.  Staved  Lumber  Core  or  Hollow  Core.  They 
are  hung  like  any  flush  door  and  because  they  outlast 
ordinary  doors,  require  no  refinishing  at  the  site,  no 
push  plates  or  kickplates,  and  need  no  waxing  or  staining, 
they  are  economical  over  the  years. 

In  use,  a  water-dampened  cloth  instantly  wipes  away 
dust,  grease  or  finger  marks.  Lights  and  louvers,  sizes 
and  patterns  as  desired. 

Faces — Standard  faces  are  "-thick  Micarta  Trugrain. 
The  entire  Micarta  line  is  available  on  special  order. 

Edge  Strips  —  Select  according  to  the  decorating: 
Micarta  (matching  or  contrasting),  hardwood  (matching 
or  contrasting)  or  hardwood  suitable  for  staining  or 
painting  on  the  job. 

Lights  and  Louvers — Doors  are  available  with  lights 
and  louvers  in  any  Weldwood  standard  style  or  to  order. 
Beads,  moldings  and  louvers  will,  of  course,  be  wood  to 
match  the  Micarta  door  face. 

Sizes — Made  in  any  Weldwood  stock  thickness,  cut  to 
net  width  and  length  if  specified,  individually  wrapped 


in  protective  paper  wrappers  that  are  clearly  marked  for 
on-the-job  identification. 

Fittings — Doors  are  readily  fitted  with  butt  hinges, 
lock  sets,  closers  and  checks  at  the  site.  Door  surfaces 
work  cleanly,  quickly. 

For  more  Information — Ask  your  United  States  Ply¬ 
wood  Corporation  representative  for  descriptive  bulletin, 
including  suggested  specifications.  Form  No.  1635-5606. 

MOVABLE  PARTITIONS — Micarta  partitions  are 
constantly  being  used  in  several  large  installations,  and 
have  proved  most  satisfactory  because  of  light  weight, 
durability  and  ease  of  maintenance,  plus  absence  of  fire 
hazard,  warpage,  shrinkage  or  swelling. 

Faces  are  Micarta,  bonded  to  incombustible  Weld- 
rok  core.  Complete  partitions  are  available  in  all  sizes 
and  colors. 

Standard  Unit  Sizes: 

Cornice  height — 1'  1 " 

Panel  height — 6'  1" 

Ceiling  height  panels — to  14'  0" 

Panel  unit  widths— 2'  0",  2'  6",  3'  0",  3'  6",  4'  0" 
(actual  panel  widths  are  2%  "  less) 

Door  widths — 6"  less  than  panel  unit  (e.g.  unit  3'  6" — 
door  3'  0") 

Other  one-piece  panel  heights  and  widths  and  other 
door  widths  available  on  special  order. 

Notes:  1.  Reinforcements  needed  for  runs  over  16'  in 
length  unsupported  by  cross  runs. 

2.  All  wiring  may  be  concealed. 


Micarta-faced  movable  partitions  were  specified  for  this  installa¬ 
tion  at  the  William  H.  Healey  Residential  School,  Chicago,  Illinois. 
Architects:  Schweiker  and  Elting,  Roselle,  Illinois. 
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Micarta-faced  Weldwood  Custom  Royal 
Doors  are  becoming  increasingly  popular 
for  all  kinds  of  institutions. 


APPLICATIONS 


Construction  and  application  details 
for  doors  and  movable  partitions 


DOORS 


Staved  lumber  core  construction 


Hollow  core  construction 


MOVABLE  PARTITIONS  Weldwood  •  Hollow  core  construction  •  Micorto-foced 
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standard  cornice  height 


Ml  CARTA 


inspires  imagination 


1 


Fully  formed  counter  top  for  retail  store 
has  free-flowing  design. 


2  Fully  formed  lab  table  top  has  no-chip 
edges  for  sterility  and  cleanliness. 


0  Fully  formed  desk  slab  tops  brass  legs, 
makes  smart,  simple  desk. 


* 


4  Store  fixtures  with  vertical  faces  of  Tru- 
grain  veneer  Micarta. 


J  Kitchen  cabinets  in  homes  or  apartment 
houses  can  be  faced  with  Micarta  for 
easy  cleaning. 


^  School  walls  have  been  faced  with 
Micarta,  as  shown,  for  beauty  of  design 
and  utility. 


These  ideas,  developed  by  men  in  the  architectural  field,  show  the  range  of  possible  uses 
for  Micarta  plastic  surfacing. 

It  is  hoped  that  these  sketches  will  encourage  even  more  dramatic  uses  of  this  versatile 
material. 

Micarta  grants  permission  for  these  sketches,  reproduced  here,  to  be  duplicated  or 
altered  and  used  in  any  way,  by  any  architect  who  is  interested  in  the  planning  freedom 
of  Micarta. 


OTHER  APPLICATIONS 
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y  Micarta  doors  need  no  push  plates, 
armor  plates  or  mop  plates — cost  no 
more  than  fully  equipped  conventional 
doors  for  institutions. 


0  Circular  columns  in  banks,  auditoriums 
and  other  public  buildings  can  be  faced 
with  forming-grade  Micarta  for  smart 
durability. 


^  Micarta  perforated  ceiling  offers  com¬ 
bination  of  easy  maintenance  and  good 
acoustical  qualities. 


10 


Rugged  Micarta  can  be  used  for  window 
stools  in  schools. 


12  Murals,  maps,  plant  photographs,  etc., 
can  now  be  silk-screened  or  hand  painted 
and  molded  right  into  Micarta  for 
permanent  beauty.  Could  be  magnetic. 


^  ■< 

•^2“  .  '  t'i  ' 


For  more  information  or  details  about  these  unusual  applications, 
contact  your  local  United  States  Plywood  Corporation  Architectural 
Service  Representative.  Or  write  the  Micarta  Division,  United 
States  Plywood  Corporation,  55  West  44th  St.,  New  York,  New  York. 
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ARCHITECT’S  SPECIFICATION  GUIDE  FOR  MICARTA 


(Micarta  is  generally  specified  under  “Carpentry”  but  may  also  be  included 
under  separate  equipment  sections,  “Casework”,  “Elevator  Work”,  etc.) 


See  next  two  pages  for  colors,  patterns. 

For  economy  select  grade,  colors,  patterns,  trugrains 
before  contract  is  awarded.  Black,  trugrains,  patterns 
lowest  in  cost,  white,  decorator  and  solid  colors 
slightly  higher. 

Satin  finish  is  brushed  soft  sheen.  Furniture  finish  is 
half  way  between  satin  and  gloss  and  available  on 
special  order.  All  finishes — same  cost. 

Angles  on  special  order. 

Use  standard  grade  for  flat  edges  and  radii  min.  6". 
For  smaller  radii  use  postforming  grade. 

Always  use  backing  sheet  where  moisture  may  be 
present.  Material  cost  is  less  than  15%  additional. 
Use.045"for  optimum  balancing  of  large  unsupported 
areas. 

Do  not  use  rotary  cut  fir  plywood.  Grain  will  show 
through  plastic  surface. 

Do  not  use  hardboard  in  wet  areas. 


Always  face  both  sides  of  doors. 


See  U.  S.  Plywood  Weldwood  Movable  Partitions 
Catalog  for  details  and  specifications. 


Do  not  use  oil-base  putty. 


Use  Phenol  Resorcinol  Adhesive  for  postforming. 
Do  not  use  contact  cement  for  application  to  asbestos- 
cement  board. 

For  panel  installation  details  see  U.  S.  Plywood 
catalogs: 

"How  To  Use  Novoply” 

"Construction  Detailsand  SpecificationsforWeldwood” 
"Building  Better  with  Weldwood  Plywood” 

"You  Can  Install  Micarta  Panels" 


MATERIALS: 

PLASTIC  SURFACING:  Micarta,  a  high-pressure  laminated  plastic  sheet  conforming  to  NEMA  Standards 
LP2-1951  as  manufactured  by  Westinghouse  Electric  Corporation  and  distributed  by  United  States 
Plywood  Corporation.  Grade;  (standard  grade  Vie’  thick),  (veneer  grade  tdi’  thick),  (cigarette-proof 

grade  lie"  thick),  (postforming  grade  1/20"  thick).  Colors  and  Patterns:  (Decorator  Color _ # 

_ ),  (Linen _ #  _ ),  (Pearltone _ # _ ),  (Star  Dust 

- # _ ),  (Mardi-Gras _ _ ),  (Fancy-Free - # - ), 

(Trugrain _ # _ ),  (Marble _ # _ ),  (Leather _ # _ ) 

as  per  schedule  of  finishes.  Finish;  (satin)  (gloss)  (furniture). 

EDGING:  (standard  grade  Micarta)  (postforming  grade  Micarta  curved  per  details)  (14"  thick  Micarta 

angles)  (aluminum  of  design  shown)  (stainless  steel  of  design  shown)  (Weldwood  moldings)  ( _ _ _ 

- ). 

BACKING  SHEET:  Micarta  balancing  sheet  (.045")  (.020")  thick. 


CORE:  (Novoply),  (Weldwood  gum,  or  rotary  Philippine  mahogany  plywood),  (interior)  (exterior 
grade),  (asbestos-cement  board),  (hardboard), _ "  thick. 


COUNTER  TOP:  Micarta  Unitop,  a  one-piece  formed  counter  top  with  coved  backsplash  and  no-drip 

edge  as  distributed  by  U.  S.  Plywood  Corp.  Colors  and  Patterns:  (Decorator  Color _ # _ ), 

(Linen _ # _ ),  (Pearltone _ # _ ),  (Star  Dust _ # _ ), 

(Mardi-Gras _ if _ _ _ ),  (Fancy-Free _ if _ ),  (Trugrain _ if _ ), 

(Marble _ _ _  if _ ),  (Leather _  if _ ).  Finish:  (satin),  (gloss).  Corners: 

(mitered),  (with  Micarta  end  caps).  Include  (joint  fasteners),  (butt)  (miter)  joint  moldings,  complete. 

PLASTIC-FACED  PANELS:  (Novoply  panels  thick),  (Plywood  panels  thick),  (Micarta- 

bord  Vjj’  thick),  a  Micarta-faced  fabricated  panel  as  manufactured  by  Westinghouse  Electric  Corp. 

DOORS:  Weldwood  (Stay-Strate)  (Staved  Lumber  Core)  (Custom  Royal)  doors  of  sizes  scheduled 
faced  both  sides  with  Micarta  as  manufactured  by  U.  S.  Plywood  Corp.  Edges  of  lock  and  hanging 
stiles:  finished  (natural)  (with  standard  grade  Micarta)  (Micarta  angles  %  "  x  1%  "  x  '/fl  "  thick).  Colors 

and  Patterns;  (insert  name  and  number,  consult  catalog) _ • 

Finish:  (satin)  (gloss)  (furniture). 

MOVABLE  PARTITIONS:  When  Micarta-faced  movable  partitions  are  specified,  paragraph  “Plastic 
Surfacing”  should  be  inserted  in  the  Movable  Partitions  section  under  Materials  and  paragraphs  relating 
to  panels,  doors,  gates,  base,  fillers,  etc.,  suitably  altered. 

SURFACE  PREPARATION: 

(Where  Micarta  is  applied  to  walls  where  backing  or  core  is  erected  first,  include  the  following  paragraph.) 
Surfaces;  rigid,  smooth,  even,  free  from  dirt,  oil,  plaster,  paint,  with  nails  set  below  surface.  Fill  holes 
greater  than  Vie’  diameter  and  cracks,  splits  or  joints  wider  than  Vie’  with  plastic  wood.  Sand  flush 
with  adjoining  surfaces. 

APPLICATION: 

Insofar  as  possible  execute  all  work  in  the  shop.  Assemble  on  the  site. 

Install  Micarta  on  core  with  (Weldwood  Contact  Cement)  (Weldwood  Glue)  (Weldwood  Phenol 
Resorcinol  Adhesive)  as  recommended  by  the  adhesive  manufacturer. 


Install  Micarta  with  back  surface  uniformly  bonded  to  the  core,  free  of  waves  or  buckles,  with  face 
surfaces  smooth  and  even.  Make  tight  butt  joints;  match  patterns,  grains;  fit  neatly  around  openings; 
bevel  exposed  exterior  corners,  edges;  make  up  joints  in  white  lead  paste. 

Install  moldings,  (metal)  (wood)  (plywood)  splines  to  insure  tight  joints,  rigid  installation. 

PROTECTION,  CLEANING: 

Provide  suitable  protection  for  edges,  corners  during  shipping,  erecting  to  avoid  chipping. 

At  completion,  clean  surfaces  with  mild  soap  and  water.  Do  not  use  abrasive  cleaners,  strong  acid  or 
alkalis. 

Note:  The  following  sentences  should  be  added  to  the  general  paragraphs  of  the  section: 

WORK  BY  OTHERS:  (Insert  adjoining  or  applied  work  furnished  and  installed  by  others  such  as  floor 
base,  fixtures  and  equipment,  sink  and  lavatory  frames,  hardware,  etc.) 

SAMPLES:  Furnish — (2)4’  x  4")  (5"  x  8")  samples  with  finish  specified  and  containing  manufac¬ 
turer’s  name,  pattern,  color  and  number. 


Consulting  Architects  jor  this  rejerence  manual— 
Leavitt,  Henshell  CS  Kawai 
31  East  3S  Street,  Mew  Tork,  N.  T. 


EXCLUSIVE  MICARTA  COLORS, 


Micarta  is  manufactured  in  a  dazzling  array  of  colors,  patterns  and  wood  grains  to  meet  every 
specification.  It  is  used  wherever  a  combination  of  beauty,  durability  and  low  maintenance 
cost  is  desired,  for  commercial  or  residential  purposes — in  schools,  hospitals,  restaurants  or 
bars,  for  vertical  surfaces,  counters,  dinettes  or  furniture.  Micarta  never  needs  polishing,  waxing 
or  finishing.  It  resists  nicks,  scratches,  stains,  alcohol,  alkalies  and  heat  up  to  275°!  The  follow¬ 
ing  colors,  patterns  and  Trugrains  are  available  through  all  United  States  Plywood  branches. 


TRUGRAINS 


WALNUT 


NATURAL  WALNUT 
93-M-OO 

OAK 


NATURAL  RIFT  OAK 
95-IVI-OO 


BROWN  FLAT  CUT  WALNUT 
93-IVI-Ol 


LIMED  OAK 
95-IVI-Ol 


PLATINUM  WALNUT 

93-IVI-02 


FRUITWOODS  AND 


PRIMA  VERA 

96-IVI-OO 


EXECUTIVE  WALNUT 

93-IVI-03 


SPECIAL  WOODS 

I  ■  - 
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WHITE  MAPLE 
96-IVI-Ol 


TAN  PICKLED  BIRCH 

96-IVI-02 


CHERRY 

96-M-03 


TEAK 

96-IVI-04 


DECORATOR  COLORS 


MOCHA 

90-IVI-17 


DOVE  GREY 
90-IVI-15 


FOREST  GREEN 
90-IVI-08 


WHITE 

90-IVI-13 


BLACK 

90-IV1-20 


MARINE  BLUE 
90-IV1-12 


CITADEL  GREY 
90-IV1-16 


MARBLE 


LEATHER 


BLACK  GREEN  TAN  PINK  GREEN  GREY  TAN 

80-IVI-89  80-M-84  80-M-88  80-IV1-80  80-IVI-94  80-IV1-97  80-IV1-98 


I 


■' 


) 


I 


] 


,«4*; 


i 
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PATTERNS  AND  TRUGRAINS 


NEW 


CHARCOAL 
80-IVI-79 

FANCY-FREE 


BLUE-GREEN 

80-IVI-74 


RED 

80-IVI-71 


CHARCOAL  GREEN 

80-IVI-59  80-(VI-54 

CONFECTION  COLORS 


MINT  AQUA 
80-IVI-64 


LEMON  YELLOW 

80-IVI-63 


RED 

80-IVI-51 


i 

NOUGAT  GREY 
80-IVI-67 


GREY 

80-M-77 


r  ^ 


\ 


"V 


GREY 

80-IV1-57 


FROSTING  PINK 
80-IVI-60 


EARTH 

80-M-78 


PINK 

80-IVI-70 


YELLOW 

80-IV1-73 


TURQUOISE 

80-IVI-55 


80-IV1-50 


YELLOW 

80-IVI-53 


Confection  colors  match  modern  appliance  colors. 


MARDI-GRAS 


GREEN  RED 

80-M-34  80-IVI-31 


YELLOW 

80-IVI-33 


PINK  TURQUOISE 

80-IVI-30  80-IVI-35 


CONFECTION  COLORS 


AND  NOW... 

Earth  Mardi-Gras !  A  lovely  new 
shade  in  one  of  Micarta’s  most 
popular  patterns,  a  soft,  rich 
"earth”  brown,  shot  through  with 
a  pinkish  cast! 


MINT  AQUA  LEMON  YELLOW 

80-IVI-44  80-IVI-43 


NOUGAT  GREY 
80-IVI-47 


FROSTING  PINK 
80-IVI-40 


EARTH 

80-IV1-38 


IRISH  LINEN 

YELLOW 

80-M-03 

TAN 

80-IV1-08 

PEARLTONE 


GREEN  RED 

80-IVI-24  80-IVI-21 


GREY 

80-M-07 


PINK 

80-IV1-00 


CHARCOAL 

80-M-09 


TURQUOISE 

80-IVI-05 


YELLOW 

80-M-23 


GREY 

80-IVI-27 


*  Trade-Mark 


APPLICATIONS 


Typical  M  I C  A  R  TA  applications 


I  14a 
We  ' 


Many  uses  of  versatile  Westinghouse  Micarta 
have  been  illustrated  in  this  booklet.  The 
more  popular  current  applications  are  listed 
below,  yet  many  new  uses  remain  for  the 
imaginative  architect  or  decorator.  At  right  is 
the  installation  at  the  Airlines  Terminal  Build¬ 
ing,  New  York  City.  Architect,  John  B.  Peterkin. 


IN  HOTELS,  HOSPITALS,  RESTAURANTS 
AND  OTHER  PUBLIC  BUILDINGS 

counter  and  bar  tops 
reception  desks 

furniture  tops  •  window  stools  •  counters 

lobby  walls  •  toilet  partitions 

ticket  counters  •  elevator  cabs 

pushplates  and  kickplates 

walls  and  wainscoting 

bars  •  service  areas  •  doors 

back  bars  •  table  tops 


IN  HOMES 

sink  tops  •  counter  tops 
built-in  vanities  and  lavatories 
bars  •  built-in  furniture  and  dinettes 
wall  paneling  •  window  stools 
room  dividers  •  storage  walls 
bathroom  walls  •  kitchen  walls 


IN  STORES,  SHOPS  AND  OFFICES 

desk  tops  •  baseboards 

self-service  islands 

escalators  •  stairways 

cashiers’  counters  •  wrapping  windows 

barber  and  beauty  shop  fixtures 

walls  and  wainscoting 

pushplates  and  kickplates 


Turn  this  page  for 
the  complete  MICARTA 
line  of  colors, 
patterns  and  wood  grains 
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For  more  information,  contort  one  of  the  following 
United  States  Plywood  Corporation  offices 


ALBANY,  N.  Y.  Fuller  Road 

ALLENTOWN,  PA.  1302-10  N.  Sherman  St. 
ATLANTA,  GA.  1460  Ellsworth  Drive,  N.  W. 
BALTIMORE,  MD.  2020  Mosher  St. 

BIRMINGHAM,  ALA.  1230  Second  Ave.  South 
BOSTON,  MASS.  3890  Mystic  Valley  Parkway, 

Medford 


BRISTOL,  VA. 
BROOKLYN,  N.  Y. 
BUFFALO,  N.  Y. 
CHARLESTON,  S.C. 
CHARLOTTE,  N.  C. 
CHICAGO,  ILL. 
CHICAGO,  ILL.  (Burn: 

CINCINNATI,  O. 
CLEVELAND,  O. 
COLUMBIA,  S.  C. 
COLUMBUS,  O. 
CULVER  CITY,  CALIF. 
DALLAS,  TEX. 
DECATUR,  ILL. 
DENVER,  COLO. 
DETROIT,  MICH. 
FRESNO,  CALIF. 
GLENDALE  (Los  Angel. 

4921 


72  Commonwealth  Ave. 
89-17  Union  Turnpike 
300  Greene  St. 

44  Line  St. 
1026  Jay  Street 
6450  W.  Cortland  St. 
ide  Branch) 

9633  Cottage  Grove  Ave. 
6225  Wiehe  Road 
10801  Broadway  Ave. 
Laurel  &  Huger  Sts. 

925  Burrell  Ave. 
3571  Hayden  Ave. 
8650  Denton  Drive 
2165  N.  Lowber  St. 
4511  East  46th  St. 
6845  Dix  Ave. 
1626  S.  Pearl  St. 
39),  CALIF. 

an  Fernando  Rd.,  West 


GRAND  RAPIDS,  MICH. 

3425  Eastern  Ave.,  S.  E. 


GREENVILLE,  S.  C. 
HARRISBURG,  PA. 
HARTFORD,  CONN. 
HIGH  POINT,  N.  C. 


Worley  Road 
3307  N.  6th  St. 
580  Tolland  St. 
Prospect  St.  at  Sou.  Rwy. 


HOUSTON,  TEX.  330  S.  66th  St. 

INDIANAPOLIS,  IND.  1828  English  Ave. 

JACKSONVILLE,  FLA.  603  East  8th  St. 

KANSAS  CITY,  KAN.  2935  Chrysler  Rd. 

KNOXVILLE,  TENN. 

2734  Middlebrook  Pike,  N.  W. 
LONDON,  ONT.,  CANADA 

Weldwood  Plywood  Limited  —  539  First  St. 


LOS  ANGELES,  CALIF. 
LOUISVILLE,  KY. 
MEMPHIS,  TENN. 
MIAMI,  FLA. 
MILWAUKEE,  WIS. 
MONTREAL,  P.  Q. 


4480  Pacific  Blvd. 
1943  S.  16th  St. 
46  Buntyn 
3545  N.  W.  71st  St. 
3354  N.  35th  St. 
Weldwood  Plywood  Limited 
395  Stinson  Blvd. 


NEWARK,  N.  J.  135  Avenue  I 

NEW  HYDE  PARK,  N.  Y. 

101  Nassau  Terminal  Rd. 


NEW  ORLEANS,  LA.  887  Race  St. 

NEW  YORK,  N.  Y.  806  E.  144th  St. 

NORFOLK,  VA.  1412  Ballantine  Blvd. 

OAKLAND,  CALIF.  330  Brush  St. 

OKLAHOMA  CITY,  OKLA.  4608  N.  Cooper  St. 
OMAHA,  NEB.  4450  Commercial  Ave. 


OTTAWA,  ONT.,  CANADA 

Weldwood  Plywood  Limited 
2418  Weldwood  Rd. 
PHILADELPHIA,  PA.  1717  N.  Delaware  Ave. 
PHOENIX,  ARIZ.  1323  North  22nd  Ave. 

PITTSBURGH,  PA.  860  Pennsylvania  Ave. 

PITTSTON,  PA. 

Tunkhannock  and  Packer  Aves. 


PORTLAND,  ORE.  3333  N.  W.  Front  Ave. 


PROVIDENCE,  R.  I.  Patton  Road,  Rumford 
QUEBEC  CITY,  QUE.,  CANADA 

Weldwood  Plywood  Limited 
1020  Blvd.  Des  Capucins 


RALEIGH,  N.  C.  ( 

RICHMOND,  VA. 
ROANOKE,  VA.  2502 
ROCHESTER,  N.  Y. 
SACRAMENTO,  CALIF. 
SAGINAW,  MICH. 

ST.  LOUIS,  MO. 

ST.  PAUL,  MINN. 

SALT  LAKE  CITY,  UTAH 


•Id  Wake  Forest  Road 
707  E.  7th  St. 
Patterson  Ave.,  S.  W. 
1965  East  Avenue 
5914  R  Street 
1901  Rust  Ave. 
4268  Utah  St. 
764  Vandalia  St. 

South  4th  West  St. 


SAN  ANTONIO,  TEX.  435  Seguin  St. 

SAN  DIEGO,  CALIF. 

1346  S.  28th  St.  at  Harbor  Drive 
SAN  FRANCISCO,  CALIF.  1100  Army  St. 

SANTA  CLARA,  CALIF.  570  Martin  Ave. 

SEAHLE,  WASH.  13th  &  West  Nickerson  Sts. 


SPOKANE,  WASH. 
SYRACUSE,  N.  Y. 
TAMPA,  FLA. 
TOLEDO,  OHIO 
TORONTO  14,  ONT. 


E.  3508  Riverside  Ave. 
1015  E.  Hiawatha  Blvd. 
505  N.  Rome  Ave. 
1661  Campbell  Ave. 


Weldwood  Plywood  Limited 
55  Plywood  PI. 


WASHINGTON,  D.  C. 

2142  Queens  Chapel  Rd.,  N.  E. 


WINNIPEG,  MANITOBA 

Weldwood  Plywood  Limited 
750  Berry  St. 

YOUNGSTOWN,  OHIO  499  N.  Meridian  Rd. 


For  lasting  beauty,  specify 


distributed  by 
United  States  Plywood  Corporation 


A  HIGH  PRESSURE  LAMINATED 
PLASTIC 


No.  1666-5610 


LITHO  IN  U.S.A. 


